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\ COLOR MUITIBBML PRINTE

« Vibrant color and crisp black & white output

« Fast output speed of 21 pages per minute

- Standard print, copy, scan and fax

- Standard duplex and 250 sheet paper capacity
« Compact design with small desktop footprint



FS-C1020MFP

Color Multifunctional
Printing Solution

|

FS-C1020MFP
standard configuration
16.5" Wx 19.4"Dx 18.7" H

FS-C1020MFP with optional
PF-110 Paper Drawer
16.5"Wx19.4"Dx23.7"H

Toner is easy to replace
and accessible for all users
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Basic Specifications

Configuration

Color Multifunctional Printer - Standard Color Copy, Print, Scan and Black & White Fax

Pages Per Minute (Color / Black)

Letter: 21 /21 ppm; Legal: 17 /17 ppm; A4: 20 / 20 ppm

Warm-up Time

48 Seconds or Less

First Copy / Print Out Time

30 Seconds (Color / Black) / 14 Seconds (Color / Black)

Resolution / Bit Depth

600 x 600 dpi / 4 Bit Color Depth

Memory' (Std / Max)

256MB RAM / 512MB RAM

Duplex Standard Stackless
Electrical Requirements 120V, 60Hz, 11A
Size / Weight 16.5" W x19.4" D x 18.7" H/ 66.2 Ibs

Max Monthly Duty Cycle

15,000 Pages per Month

Paper Supply

Standard Paper Sources

Standard 250 Sheet Paper Drawer, Single Sheet Multi Purpose Tray

Optional Paper Sources

One optional 500 Sheet Paper Drawer can be added

Paper Capacity Standard: 250 Sheets; Maximum: 750 Sheets

Paper Size Letter, Legal, A4, Executive and Custom via Standard Drawer and MPT; Letter, A4 via PF-110 Option
Paper Weight Standard Drawer and MPT: 16 - 40 Ib Bond ; PF-110: 16 - 28 |b Bond

Input Materials Bond Paper, Recycled Paper, Transparencies, Labels, Envelopes (print only)

Output Capacity Up to 150 Sheets

Document Proc or

Type / Capacity Standard Automatic Document Processor / 35 Sheets (Letter)

Copy Scan Speed

20 ipm

Acceptable Originals / Weights

Letter, Legal, A4 / Simplex: 14 - 28 Ib Bond

Duplex

Paper Size Letter, Legal, A4
Paper Weight 16 - 24 b Bond
Duplex Modes 1:2

Copy Specifications

Image Mode

Text, Photo, Text/Photo, Auto, Manual

Continuous Copy

1-99/ Auto Reset to 1

Additional Copy Features

Electronic Sort, N-Up Copy, ID Card Copy

Magnification / Zoom

Full Size, 4 Reduction, 4 Enlargement Preset Ratios, 25 - 400% in 1 step increments

Printer Specifications

Controller

ARM / 400MHz

PDLs / Emulations

PCLS6 (5¢c, XL), PS3 Emulation

Fonts

80 PS8, 80 PCL6

Windows OS Compatibility

Windows 2000 / XP /2003 / Vista / 2008

Mac OS Compatibility Mac OS 10.x
Interfaces 10/100BaseTX, High Speed USB 2.0
Network Print and Supported Protocols TCP/IP

Drivers PCL and PS3 Drivers

Scan Specifications

Scan Type Color and Monochrome Scanner
Scan Resolutions 200, 300, 400, 600 dpi

File Formats Color: PDF, JPEG; Black: PDF, TIFF

Connectivity / Supported Protocols

10/100 BaseTX / TCP/IP

Scanning Functions

Scan to PC, Scan to e-Mail, Scan to FTP, TWAIN Scan

Driver TWAIN Driver

Fax Specifications

Fax Type Compatibility ITU-T Group3

Data Compression MH /MR / MMR

Fax Transmission Selection Standard / Fine / Photo

Fax Memory 2MB

Transmission Speed / Modem Less than 4 Seconds per page / 33.6 kbps
Fax Memory Capacity 100 Sheets

PC / Network Fax

Windows PC Fax - Send Only

Fax Functions

Dual Access, One Touch Dial (20 numbers), FAX/TEL Switching, Broadcast, Quick Dial (50 numbers),
Fax Reports, One Hour Battery Back-up

Optional Paper Drawers

Paper Capacity 500 Sheets

Max Drawers Up to one (1) PF-110 Drawers can be installed
Paper Size Letter, A4

Paper Weight 16 - 28 Ib Bond

Size / Weight 15.8" W x 17.8" D x 5.0" H/ 8.9 Ibs
Additional Options

Optional 256MB Memory
Consumables

Black Toner TK-152K for 6,500 pages?®

Cyan Toner TK-152C for 6,000 pages?
Magenta Toner TK-152M for 6,000 pages?®

Yellow Toner TK-152Y for 6,000 pages?

1 128MB used for PDLs and other functions

2 Ships with 1,000 Page Starter Toner (CMYK), in accordance with ISO19798

Specifications and design are subject to change without notice.
For the latest on connectivity visit www.kyoceramita.com
All trademarks are the property of their respective owners.
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